REPORT 1086 


AN ALVSIS OF THE EFFECTS OF WING INTERFERENCE ON THE TAIL 
CONTRIBUTIONS TO THE ROLLING DERIVATIVES' 


By Winniax H. MICHAEL, Jr. 


This report presents calculations of the angularity of the 
air stream with respect to the vertical tail for a rolling air- 


plane, the interference effects of the wing being taken into : 
A discussion of the factors which enter into the 


account. 
calculations is given and equations for applying the side- 
wash results to the determination of the tail contributions 
to the rolling-stability derivatives are included. The results 
are compared with some available experimental data. 


SYMBOLS AND COEFFICIENTS 


The positive directions of forces, angles, and moments are 
shown in figure 1 (a). The symbols used herein are defined 


as follows: 

A aspect ratio (67/S) 

a airplane angle of attack, degrees ; 

ar, angularity of air stream at vertical tail, positive 
in such direction as to give positive side force, 
radians 

b wing span, feet 

hy vertical-tail span, feet 

C local wing chord, feet - 

6 wing mean geometric chord, feet 

Cv local vertical-tail chord, feet 

1 wing circulation, square feet per second 

€ angle of downwash, angle measured in xz-plane 
between trailing vortex sheet and longitudinal 
stability axis, radians E 

h distance, measured in xz-plane, perpendicular to 
longitudinal stability axis (axis of rotation), 
positive above longitudinal axis, feet (fig. 1 (b)) 

h perpendicular distance, measured in 2x2-plane, 
from airplane reference axis to center of pres- 
sure of vertical tail, positive above reference | 
axis, feet 

hi distance, measured in zz-plane, perpendicular to 
trailing vortex sheet at tail, positive above 
vortex sbeet, feet | 

h, distance, measured d in zz-plane, perpendicular to 


vertical-tail root, positive above root, feet 

hy perpendicular displacement of vortex sheet at tail 
. with angle of attack, measured in zz-plane, 
positive above longitudinal axis, feet 


SUMMARY 


An analysis of the effects of wing interference on the tail con- 
tributions to the rolling stability derivatires of complete airplane 
configurations is made by calculating the angularity of the air 
stream at the vertical tail due to rolling and determining the 
resulting forces and moments. Some of the important factors 
which affect the resultant angularity on the vertical tail are wing 
aspect ratio and sweepback, vertical-tail span, and considera- 
tiona associated with angle of attack and airplane geometry. 

Some calculated sidewash results for a limited range of wing 
plan forms and tertical-tail sizes are presented. Equations 
taking into account ihe sidewash results are given for determin- 
ing the tail contributions to the rolling ل‎ 

Comparisons of estimated and experimental results indicate 
ihat a consideration of wing interference effecta improres the 
estimated values of the tail contributions to the rolling deriva- 
tires and that fair agreement with available experimental data 


18 obtained. 
INTRODUCTION 


Dvnamic-stabilitv caleulations have shown that, under 
certain conditions, important changes in the characteristies 
of the lateral oscillation might result from small changes in 
the rotary stability derivatives. This effect has been noted 
especially in the changes in damping of the lateral oscillation 
due to changes in the yawing-moment-due-to-roll param- 
eter C,,. In view of these variations in calculated re- 
sults, the estimations of the rotary derivatives should be as 
accurate as possible. This report presents a correction to 
the present methods of estimating the tail contributions to 
the rolling derivatives. 

The generally accepted methods for estimating tail con- 
tributions to the rolling derivatives, as presented in reference 
], make use of the assumption that interference effects of 
component parts of the airplane can be neglected. Calcu- 
lations using the methods of reference 1 have been found to 
agree well with experimental data for wing-off configura- 
tions, but some data (see reference 2) indicate that the cal- 


culations differ considerably from the measured values for. 


the wing-on configurations. The data indicate that the 
interference effects of the wing on the tail surfaces account 
for a large part of the discrepancy between the measured and 
estimated parameters. 


t Supersedes NACA TN 2222, "Analysis of the Effects of Wing Interference on the Tail Contributions to the Rolling Derivatives" by William H. Michael, Jr., 1951. | 
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rolling angular velocity, radians per second 


. rolling-velocity parameter 


induced velocity, feet per second 


— 1. perpendicular distance from a line vortex to point 


&t which induced velocity is to be found, feet 


vertical-tail area, square feet 

wing area, square feet 

sidewash angle, component of angularity of flow 
at vertical tail resulting from interference effect 
of wing, positive for positive side force, radians 


average value of. = j on the vertical tail ka 


lateral velocitv, feet per second 





— free-stream velocity, feet per second 
: distance along longitudinal axis, feet 


distance from plane of symmetry to spanwise 
location of trailing vortices, feet 


E longitudinal force 
lateral force 


normal force 
variables used in development (fig. 3 (a)) 


section lift coefficient f Section hit 
2º V*c 


. section lift-curve slope of vertical tail 


pb 
2V 


lift-curve slope of vertical tail, per radian 


rolling-moment coefficient = sal 
2 ام‎ 





yawing-moment coefficient TA. 
2 V*Sb 





. lateral-force coefficient i Y 
5 ov 


vertical-tail contribution to Cr, 
vertical-tail contribution to Cs,. 
vertical-tail contribution to Cy, ` 


CC; 
72o 
WA 
(Cz, v 
Ci 
C. 
Cy 
C p= e - 
dy 
0, = o l 
i 57 
EA 
ab 
كدج‎ 
2 
(C), 
(Cs, t 
(Cv,), 
Subscript: 
n 


denotes a particular line vortex 


— mass density of air, slugs per cubic foot 


: spanwise loncimg coefficient id unit £.. 
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Relative wind 








| 'Airplone reference 
(&) 2 OXIS 


(a) Notations for the stability aystem of axes. 
FIGURE 1.—Nofations for the axis syatem and Illustration of some important symbols. 
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(b) Illustration of symbols ussd in referring to the trailing vortex sheet and the vertical tail. 
Finukz 1— Concluded. 


ha perpendicular displacement of vortex sheet at 
tail (that is, wing trailing edge) with respect 
to longitudinal axis at «=0º, positive above 
longitudinal axis, feet m 
7 component of angularity of flow at vertical tail 
resulting from rolling motion of tail, positive 
in such direction as to give positive aide force, 
radians 
li longitudinal distance, measured parallel to air- 
plane reference axis, from assumed lifting line 
at anv spanwise station to center of pressure 
of vertical tail (assumed equal to (, for unswept 
wings), feet 
l; tail length, longitudinal distance, measured par- 
allel to airplane reference axis, from airplane 
center of gravity to center of pressure of ver- 
tical tail, feet 
rolling moment 
angle of da of lifting line, degrees 
taper ratio 
yawing moment 


or TES 


.6 سس —— 


For a tail length of the order of the wing; 


Da om — 


in semispans 5 
EH 7 
bj2 “ba 


The rotation of the trailing vortex sheet at the tail location 


— tan e (2) 


is & funetion of the tail length, airplane velocity, aud be^ 


rolling — velocity; that is, the rotation is approximately 


pô 
equal to 21 5/2 e 


semispan and for the usual values of pb/2V encountered, the 
rotation of the vortex sheet at the tail location would be 
less than 0.1 radian. The change in sidewash induced at 
the vertical tail by this amount of rotation would be negligible. 


CALCULATION OF THE: ANGULARITY OF FLOW AT THE VERTICAL TAL 


Sidewash angle induced by the rolling wing.—The side- 


wash, induced by the antisymmetrical load distribution of a 


rolling wing, is calculated by using the concept of a lifting 
line with trailing vortices extending downstream to infinity. 
The load distribution on the semispan is represented by a 


number of horseshoe vortices with the bound vortices con- — — 


centrated at the wing quarter-chord line, as shown for a 
straight wing in figure 2. The bound vortices for the 





straight wing produce no component of sidewash; so the 
trailing vortices are the only ones to be considered. "The 
derivation for the sidewash is made for points in the plane of 
symmetry at perpendicular distances with respect to the 
vortex sheet and considerations associated with vortex-sheet 
displacement are discussed subsequently. 


The velocity induced at a point P by a straight-line vortex. 


filament, as given 98 the Biot-Savart equation, is 
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FiGURE 2.—The load distribution on a rolling wing and the method of approximating the - 


lading with a finite number of vorticss. 


ANALYSIS OF EFFECTS OF WING INTERFERENCE ON TAIL CONTRIBUTIONS TO THE ROLLING DERIVATIVES 


ANALYSIS 
GENERAL REMARKS 


The first objective is to find the angularity of the air stream 
of a rolling airplane with respect to the vertical tail, without 
accounting for the effects of the fuselage and the horizontal 
tail. The angularity is considered herein to be composed of 
two parts—the sidewash angle induced by the antispmmet- 
rical load distribution on the rolling wing and the geometric 
angle caused by the rolling motion of the isolated vertical 


tail. Expressions for these two components of the angularity | 


are given in this section. The sidewash-angle calculations 
are given for straight wings and a discussion is given sub- 
sequently concerning additional considerations for swept 
wings. Simplified methods are used in the derivations and 
calculations when little loss in accuracy Is incurred. 

In the calculations for the sidewash induced by the rolling 
wing and in the application of the calculations, several as- 
sumptions are made concerning the trailing vortex sheet. 
These assumptions pertain to the rolling-up, vertical dis- 
placement, and twisting, or rotation, of the trailing vortex 
sheet. 

In downwash calculations for lifting wings of high aspect 
ratio, the assumption has generally been accepted that the 
distortion of the trailing vortex sheet in the vicinity of the 
tail may be accounted for by considering a flat vortex sheet 
displaced vertically by an amount equal to the displacement 
of the center of the actual vortex sheet at the plane of sym- 
metry and neglecting the rolling-up of the sheet (reference 3). 
The hypothesis that the trailing vortex sheet remains flat 
will be assumed to apply equally well to the calculation of the 
sidewash for a rolling wing. There might be some doubt as 
to the validity of the assumption at low aspect ratios, since 
the distance behind the wing for complete roliing-up is pro- 
portional to the aspect ratio (reference 4) and is also inversely 
proportional to the lift coefficient. Experimental data in 
reference 3 indicate that, for a value of less than 45 percent 
for the ratio of distance of the tail behind the wing to the 
distance behind the wing for complete rolling-up of the 
vortices, the assumption for the displaced vortex sheet holds 
very well for the downwash calculations. For the fairly 
extreme case of an aspect-ratio-3 wing at a lift coefficient 
of 0.4, complete rolling-up would occur at about 4.2 semi- 
spans and thus the ratio (0.45) would be obtained for a tail 
length of about 1.9 semispans. In general, the majority of 
the cases considered can be expected to fall within the 45- 
percent limit &nd the assumption of the flat trailing vortex 
sheet can be justified. 

The displacement of the assumed flat vortex sheet from the 
wing trailing. edge, at a distance z behind the wing trailing 
edge, which is the displacement of the actual vortex sheet 
at the plane of symmetry, is found from reference 3 to be 


h= f? tan e dx (1) 
T. E. 


Às an approximation, e is considered constant and the dis- 
placement of the vortex sheet at the teil may be expressed 
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Upon substitution of the relations 


sin Ge 
vheity,? 
and 
cos fa = aee JIE ra ath Ge epee E 
fle ty th | 


into equation (9), the expression for the sidewash angle at 
any point in the plane of symmetry is found to be 


CC; e 
2V (1 " l, ) 
as v AT ERE VERA 


The cousin can be made nondimensional and, when the 


—23) (10) 


nw 
b. ; : 
= Is used, the final equation for the sidewash 


induced at the tail by the rolling wing for unit d 
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Since the axis of rotation is tlie longitudinal axis, the side- 
wash at any distance pj; with respect to the longitudinal axis 


is that calculated at the position حرم‎ (h —h,—h4), where A, 
is the displacement of the vortex sheet with angle of attuck 
and hs is the displacement of the vortex sheet with respect to 
the longitudinal axis fora —0?. (See fig. 1 (b).) 

Geometric angle caused by. rolling motion of isolated 
vertical tail.—The angle induced at the vertical tail due to 
the rolling motion of the isolated vertical tail is proportional 
to the rolling velocity and the height above the axis of roll, 
as shown in figure 3 (b). The lateral velocity is 


RE ney Lake A 
The angle di by the rolling tail for unit Pe is 
On oh | 
Tina “Ha (13) 
2 


CONSIDERATIONS FOR NUMERICAL CALCULATIONS 


The resultant local angularity along the span of the vertical 
tail is given by the sum of expressions (11) and (13). The 


definition A— 


572 


(See fig. 3 (a) for definitions and notation.) If semi-infinite 
vortex filaments are considered, then 6, =0 and 
La 
or A (1+ cos ba) (4) 
From a consideration of the Kutta-Joukowski law and 
Helmholtz’s vortex theorems, the strength of the trailing 


vortices can be shown to be related to the change in section 
lift along the span by the equation 


a (Se 
ar=a (52) v 


In reference 5, the lift distributions due to roll for & series of 
wings are given in terms of the spanwise Mi coefficient 


(5) 





for unit wing-tip helix angle and are expressed as - -p The 


Ad 
strength of the trailing. vortices for unit " expressed in 


terms of this parameter, becomes 


AT cc; \ cV 
(Rs 6) 
2]^ 2V 


The induced velocity at the point P is the summation of the 
velocities induced by all the trailing vortices. The total 
induced velocity is 





(1 d-cos 84) (7) 
where n denotes the number and position of the trailing 
vortices over the semispan of the wing. Since the loading on 
a rolling wing is antisymmetrical, the induced sidewash 
velocities from both semispans are in the same direction and 
equal at the plane of symmetry; hence, only the loading for 
one semispan need be considered and the results doubled. 
The lateral component of the induced velocity in planes 
parallel to the trailing vortex sheet is 





CC, c 
A ( yz 
p=2q sin y=2 5) /* sin V,(1-Fcos 6) (8) 
1 TÜ 
where sm h= as shown in figure 3 (a). The 
sidewash angle at P, expressed in radians, is . 
sin ¥,(1-+cos 8,) (9) 
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FIGURE 4.—8!dewasbh results using different numbers of trailing vortices. 
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should be pointed out that tlie sidewash measurements were 
made with the wing alone, so that there are no fuselage inter- 
ference effects, although there might be some small support- 
strut interference.  Fuselage interference effects are not 
accounted for in the calculations; so that comparison in 
figure 5 gives a good check on the method. A comparison 
of the resultant angularity and the rolling-tail induced-angle — 
distributions shown in figure 5 gives an indication of the © 


change in the appearance of the angularity distribution when . 


the sidewash effect 1s included. 
DISCUSSION 


The variation of the resultant air-stream angulerity along 


the vertical tail is determined from the general expressions EN 


for the angularity at any perpendicular distance with respect — 


to the longitudinal axis (equations (11) and (13)) when the 


location of the vertical tail with respect to the longitudinal 


axis is known. This resultant angularity on the tail is de-  . 
pendent upon the magnitude of the sidewash and the loca- 


tions of the sidewash and isolated rolling-tail geometric-angle 


distributions with respect to the vertical tail. Some factors — 


which affect the magnitude of the sidewash and the locations 


of the sidewash and the rolling-tail geometric-angle distribu- | a 
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(a) Wing contribution. 
(b) Tail contribution. 
Fiure i— Svmbok and nctation used In the calculation of the angularity et the vertical tail 


calculation of the sidewash velocity induced by the rolling 
wing (equation (11)) necessitates & knowledge of the span- 
wise loading distribution for the rolling wing. For the wings 
considered herein. the spanwise load distributions of refer- 
ence 5 were approximated by a finite number of trailing 
vortices. The results of calculations using 6, 10, and 20 
vortices per semispan and & continuous vortex distribution 
(loading represented by an analytical expression) are shown 
in figure 4 for a wing with A=6.0.. The calculations using 
the finite numbers of vortices gave the same results as the 
continuous distribution except at small distances above the 
vortex sheet. Calculations for a lower aspect ratio (A—3.0) 
gave results similar to those for the 4—6.0 wing in figure 4. 
The viscous properties of sir are believed to be such as to 
prevent & sharp change in the sidewash at the vortex sheet 
such as that given by the calculations for the continuous 
distribution. Thus a rounding-off of the sidewash-angle 
curve near the vortex sheet appears to be a good approxima- 
tion to the actual conditions. In the application of the side- 
wash results, the difference in using the curves for 6, 10, or 
20 vortices would not be appreciable. From a consideration 
of the general appearance of the curve for 10 trailing vor- 
tiees and the comparative time involved in the calculations, 
it was decided to use 10 vortices to approximate the loading. 
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The symmetrical nature of the additional loading — 


ANALYSIS OF EFFECTS OF WING INTERFERENCE ON TAIL CONTRIBUTIONS TO THE ROLLING DERIVATIVES 





(c) A 1.5. 
FIGURE 6.—Concluded. 


FACTORS WHICH AFFECT THE DISPLACEMENT OF THE RESULTANT 
ANGULARITY DISTRIBUTION WITH RESPECT TO THE VERTICAL TAIL 


The preceding section discussed factors which affect the — 
magnitude of the sidewash angle with respect to the vortex > 


sheet. This section discusses factors which affect the 


relative locations of the trailing vortex sheet at the tail and 


of the vertical-tail root with respect to the longitudinal 


axis and which thus affect the location of the resultant. | 


angularitv distribution with respect to the vertical tail. 

Angle of attack.—Three primary effects due to angle of 
attack are additional loading on the wing, displacement 
of the vertical tail, and displacement of the trailing vortex 
sheet. 
due to angle of attack results in no additional sidewash in the 
plane of symmetry from this effect, but the displacements 
of the tail and the trailing vortex sheet must be considered. 
The displacements of the vortex sheet and the vertical tail 
will be found relative to the longitudinal axis, which is the 
axis of roll. 


The trailing vortex sheet moves in a downward direction 


with respect to the longitudinal axis, for a positive angle of 


attack. From equation (2), the displacement of the vortex | 


sheet at the tall is 


ħi 


[, 
572 = “a tan e 


The angle of downwash e may be related to the angle of 


(b) 43.5. 
FISTRE 6.—Continued. 


wings of the same aspect ratio after the unswept-wing 
results had been reduced by the ratio of the damping-in-roll 
parameters for the swept and the unswept wings. Calculated 
results and approximated results for 60? sweptback wings 
with taper ratios of 0.5 areshown in figure7. "The method of 
approximation applies fairly well for the extreme case of 
60? sweep and better correlation is obtained for wings with 
smaller angles of sweep. It is therefore suggested that the 
sidewash results for swept wings be approximated by reducing 
the unswept results by the ratio of the swept- and unswept- 
wing damping-in-roll derivatives. 

Tail length.—For the normal range of tail positions investi- 
gated, the tail length was found to have a negligible effect 
on the sidewash angle. Results of calculations for tail 
lengths of 1 and 2 semispans are shown in figure 8. The 
tail length has & more important effect in determining 
the location of the sidewash-angle distribution with respect 
to the vertical tail, whieh is discussed subsequently. 

Tail span.—ln equation (11), the sidewash.is seen to be & 
function of height above the trailing vortex sheet. In 
general, the sidewash decreases as the distance above the 
vortex sheet increases, as illustrated in figure 6. As the 
span of the vertical tail is increased, the sidewash on the 
tip sections becomes less and, if an average value of the 
sidewash over the tail were computed, the value would 
decrease somewhat with an increase in span for zero angle 
of attack. 
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Tiaure 8.— The vartation of sidewash-angla distribution with tat] length. Am60, A=1.0; 
Am)’; amel, 
3 i J 
As mentioned previously, the resultant angularity distribu- 
tion on the vertical tail can be found when both the resultant 
angularity distribution with respeet to the longitudinal axis 
and the vertical-tail location with respect to the longitudinal 
axis are known. | 

The effect of changes in angle of attack on the sidewash 
&t the vertical tail is shown in figure 9, in which the sidewash 
is presented as a function of height above the vertical-tail 
root. For this figure it was assumed that for zero angle of 
attack the vortex sheet and the tail root were in the same 
horizontal plane as the reference axis. The figure shows 
that the sidewash-angle distribution is shifted upward on the 
tail and thus that negative sidewash is induced on the lower 
portions of the vertical tail at positive angles of attack. It 
has been found that the decrease in sidewash angle with 
angle of attack is somewhat less than the increase in the 
geometric angle caused by the rolling tail, so that the result- 
ant angularity at the vertical tail increases with angle of 
attack. 

Geometrical construction.—<Airplanes are so constructed 
that the vertical-tail root and the wing trailing edge do not 
usually lie in the same horizontal plane as the longitudinal 
axis at zero angle of attack. If the trailing-vortex-sheet 


location, which corresponds to the wing position, is above 


the longitudinal axis, with the tail root in the horizontal 
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Calculated results for A= 60* considering 
bound and trailing vortices 
Approximated results obtained by 
multiplying results at A = Oby ratio of 

: to. tp). P (from reference 6) ' 


A260 





FIĠURE 7.—Comparison of calculated sidewash results for A=60º considering bound and 


tralling vortices with approximated results, X»0.5; parit l 


attack by the equation : 
de 


= Tao (14) 
The displacement of the trailing vortex sheet at the tail 
expressed as & function of the angle of attack is 


h; 7 de 
ta e tan RE) (15) 
In discussing the displacement of the vertical tail, it is 
convenient to refer to a particular station on the tail, say 
the tail root. The displacement of the tail root is in a down- 
ward direction with respect to the longitudinal axisfor positive 
angle of attack and is given by 


n 
"ba tan « 
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FIGURE 10.—The variation of sidewash-angle distribution on tha vertical tal with position of 
the tall root and the trailing vortex sheet. 460; Am0?; X10; ac =0*, 


determining the resultant angularitv distribution on the 
vertical tail. | 
APPLICATION 


The vertical-tail contribution to the lateral-force-due-to- 
roll coefficient may be expressed in the form 


OC, day 
(Cr, = dar a Pe pb 
2y 








&nd the corresponding expressions for yawing moment and 
rolling rnoment due to roll are obtained by multipiying the 
lateral-force expression by the proper moment arm. The 


general expressions for thé application of the angularity - 


-——— 


results obtained herein to the caleulation of the vertical-tail — 
contributions to the rolling derivatives are 
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FIGURE 9.— Varlation of sidewash-angle distribution at the vertical tat] with angle of «ttack. 
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plane of the longitudinal axis, there will alwavs be a reduc- 
tion in the positive value of the effective sidewash angle on 
the tail. This reduction occurs because the sidewash is zero 
on the vortex sheet and becomes negative below the vortex 
Sheet; thus, & negative increment is introduced when the 
vortex sheet is shifted upward on the tail. For vortex-sheet 
locations below the longitudinal axis, a slight decrease in the 
positive sidewash distribution occurs. These considerations 
are illustrated in figure 10. 

When the tail root is above or below the longitudinal axis, 
with the vortex sheet in the plane of the axis, the effect on 
the angularitv distribution at the tail is simply that of 
shifting the angularity distribution down or up by the 
amount of the displacement of the root. A displacement of 
the tail root above the reference axis has the same effect as a 
vortex-sheet displacement below the axis and vice versa. 

Other factors.—For wings with flaps, the additional loading 
due to flap deflection is symmetrical and the contribution to 
the sidewash should be negligible according to the same 


argument as that for the additional angle-of-attack loading. - 


However, the additional loading due to flap deflection in- 
creases the downwash behind the wing in the same manner 
as the angle-of-attack loading increases the downwash. 
This effect is difficult to estimate but should be accounted 
for when possible by using experimental! values of the change 
in downwash angle with flap deflection. 

It can be seen from expressions in the preceding sections 
that although changes in tail length had little effect on the 
sidewash calculations such changes are of importance in 
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FIGORE 11.—Charts for estimation of the average sidewash angle at the vertical tat]. 
& 09; X 0.5 to 1.0; SAT 1,0. 


sheet positions above the reference axis or for tlie tail root 
below the reference axis at zero angle of attack can be mado 


bv reducing the value of ( HE) obtained from figure 11 by 





ò oT 
the amount of the displacements, measured in semispans. 
A comparison of calculated values of the vertical-tail 
contributions to the rolling derivatives with experimental 
data for the model of reference 2 is given in figure 12 (a). 
For the cases of the derivatives (Cv,), and (Cx,),, con- 


sideration of wing interference is of such importance as to 
change the sign of the calculated values so that fair agree- 
ment with the experimentul data is obtained. The trend 
of the calculated results with angle of attack is in only fair 
agreement with the trend of the experimental data, probably 
because of additional sidewash due to the fuselage, which 
has not been accounted for in this analysis. The sidewash 
values used in the comparison are those obtained from figure 
11 and are a function of the angle of attack. It is of interest 
to note that somewhat better agreement is obtained if the 


value of ( 25) calculated at zero angle of attack is used 
a oe 
2V/a 
throughout the anglé-of-attack range. Apparently the error 
z) with angle of attack 





9 A 


partly offsets the error due to neglecting the fuselage; thus, 


in neglecting the variation of ( 


- 


the more simple application using a constant ( 25) gives 
| | OV a 

the better results, for the particular model investigated. 

The comparison of calculated and measured results for 

the swept-wing model shown in figure 12 (b) has the same 

general appearance as the comparison for the unswept wing. 
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and the distances “,ا‎ and A’ refer to the section centers of 
pressure. If the distribution of the vertical-tail section lift- 
curve slope for the particular flight attitude is known, the 
integrals in the preceding equations can be evaluated by 
graphical means by using a sufficient number of points over 
the vertical-tail span to give reasonably smooth curves. In 
the usual case, the section-lift-curve-slope distribution is not 
known and, also, the preceding method is somewhat lengthy. 
Past experience has shown that it is more convenlent to 
replace the section lift-curve slope by a constant, the vertical- 
tail lift-curve slope, and to find an average teil angle of 
attack due to rolling that can be applied at the calculated 
center of pressure of the vertical tail. The average induced 
angle due to the rolling tail has been assumed in reference 1 


to be simply that caleulated at the center of pressure. There 
remains only to find an expression for ( TA and then the 
dot. 
2V/ 43 


tail contributions can be found from. the. following equations, 
whieh are similar to those of reference 2: 


(Cr). (Cr), SE li cos a. —l, sin i E ) | 





2V 


(0,9 (0), S [s ( sin a+ cos 8" 


: 2,7 : do 
ji cos a—l, sin 3335) | (17) 
2V/ as 


(Ci) (04, s. (h cos a—l, sin al 


ix (h cos a—l, sin a z) | 
Qj Re 
2V at 


. Values for 60 can be found by using the sidewash 
à PO 
2V/ as 
results presented in figure 6. Results of calculations for 


( 25) (corresponding to wing aspect ratios of 3.5 and 6.0 


ZA 
and for taper ratios of from 0.5 to 1.0).for several tail spans 
are presented in figure 11. These calculations were made 
for the case where the vortex sheet and the vertical-tail root 
were in the same plane as the reference axis at zero angle of 


attack. Approximate corrections to ( 525) for vortex- 
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ANALYSIS OF EFFECTS OF WING INTERFERENCE ON TAIL CONTRIBUTIONS TO THE ROLLING DERIVATIYES 


o Wing-on fest points 
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— —— Wing-off calculations 





i 
(b) Swept-wing model. A-=4.0; Aw450; Am(,6; 557048. 


i 
(a) Model of reference 2. 4140; "سل‎ 140.8; 770.88. 


FIGURE 12.—Comparison of measured and calculated values of the tall contributions to the rolling derivatives. Horizontal tall off. 
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model with a small-diameter stick fuselage and two different 
vertieal tails are also given in the figure. This comparison 
illustrates how the values of (Cx), may change sign with 
change in vertical-tail span and also gives an indication of 
how the calculated and measured results compare when the 
measured results are subject to very nearly the same condi- 
tions as those assumed in the calculations. 


CONCLUDING REMARKS 


The effect of wing interference on the tail contributions 
to the rolling derivatives of complete airplane configurations 


is determined by calculating the air-stream angularity at the 


vertical tail in rolling flight and finding the resultant forces 
and moments. The important factors in the determination 
of the angularity distribution on tbe vertical tail are wing 
plan form, vertical-tail span, and considerations associated 
with angle of attack and airplane geometry. A comparison 
of the calculated and experimental results indicates that a 
consideration of wing interference can be expected to be of 
such importance as to change the sign of the calculated 
values and that fair agreement with the available experi- 
mental data is obtained. 


LANGLEY AERONAUTICAL LABORATORY, 
NATIONAL ÁDVISORY COMMITTEE FOR AERONAUTICS, 
LANGLEY FIELD, VA., January 24, 1951. 
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The calculated results presented in the figure were obtained 


from sidewash caleulations considering the bound and trail- 


ing vortices of the swept wing, but approximated results 
obtained by means of the method suggested previously in 


the report gave essentially the same results as those presented - 


in the figure. | 

Calculated values of (C,), for a rectangular wing of 
aspect ratio 6.0 at zero angle of attack are presented in 
figure 13 as a function of the ratio of vertical-tail span to 
wiug span. Measured values for (C, p), for a sting-mounted 
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'FIGURE 18.—Comparison of calculated with experimental values for a stick-fuselage model, 


A 6.0; A 1.0; A 05; 5779.78; am(?, 


